
NCV 10-22 CORDLESS INTERNAL CONCRETE VIBRATOR  
WHIP PORTFOLIO OVERVIEW

Basic information Key applications Item information
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IP 67 classification – Protection against short periods of immersion  while under pressure

Motor in head / high frequency concrete 
vibrating whips for NCV 10-22

1 ¹/₂" / 38 mm 5 ft. / 1.5 m   9.5 lb / 4.3 kg NCV 38 × 1500-1.5 × 5 2404614

1 ¹/₂" / 38 mm   10 ft. / 3 m  11.7 lb / 5.3 kg NCV 38 × 3000-1.5 × 10 2404615

1 ¹/₂" / 38 mm   16 ft. / 5 m  14.8 lb / 6.7 kg NCV 38 × 5000-1.5 × 16 2404616

1 ³/₄" / 45 mm 5 ft. / 1.5 m  12.1 lb / 5.5 kg NCV 45 × 1500-1.75 × 5 2404617

1 ³/₄" / 45 mm   10 ft. / 3 m  14.3 lb / 6.5 kg NCV 45 × 3000-1.75 × 10 2404618

1 ³/₄" / 45 mm   16 ft. / 5 m  17.4 lb / 7.9 kg NCV 45 × 5000-1.75 × 16 2404619

2 ¹/₄" / 58 mm 5 ft. / 1.5 m  17.9 lb / 8.1 kg NCV 58 × 1500-2.25 × 5 2404611

2 ¹/₄" / 58 mm   10 ft. / 3 m  21.4 lb / 9.7 kg NCV 58 × 3000-2.25 × 10 2404612

2 ¹/₄" / 58 mm   16 ft. / 5 m 26.2 lb / 11.9 kg NCV 58 × 5000-2.25 × 16 2404613

 recommended   use possible   not recommended

Vibratory head Whip Switch box
Power cord
(2'7" / 0.8 m) Strain relief

Plug for CEE 32A 3P 
4H 42V 200 Hz
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